
New Product Release !
Optional parts for Single Split

You can remotely operate your home air conditioner 
using your smartphone as a remote control.
Using a special app, you can check the operating status 
and change the operation settings.

With a single smartphone, you can check the operating 
status of not only your home air conditioner, but also 
the air conditioners in your second house and your 
parental home (up to 24 air conditioners).

makes comfort air anytime and anywhere!
When you add our Wireless Interface and FGLair app, you can control your home’ s cooling and heating 
anytime and anywhere!
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User friendly interface

User friendly screen display facilitates easy operation.

PointPoint

You can set and check two types of timers at hand.

Two types of weekly timerPointPoint
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Operation mode

Corresponds to 7 different launguages 
(English, German, French, Spanish, Italian,Portuguese,  Greek ,Turkish, Russian)

Additional function

FUJITSU GENERAL AIR CONDITIONING (UK)

UTY-TFNXZ1
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Functions

Model name UTY-TFNXZ1
On/Off ●
Operation mode ●
Setting temperature ●
Fan speed ●

Louvre control
Louvre adjustment ●
Swing ●

Timer Weekly timer ●

Additional 
function 

Powerful ●
Economy (saving operation) ●
Minimum heat ●
Human sensor ●
Outdoor unit low noise mode ●
Room temperature display ●

Application
function

Child lock ●
LED on/off switching ●
Alert e-mail notification ●

Dimensions

*1  Communication Kit: UTY-TWBXF is required
*2  Communicaiton Kit: UTY-XCBXZ2 is required
*3  Communicaiton Kit: UTY-XWNX is required

VRF indoor units are NOT compatible.
Wired remote controller and Wireless LAN interface cannot be used at the same time

Compatibility chart
Wall Mounted Duct Cassette Ceiling, Floor

ASYG09/12LTCA/B
ASYG07/09/12/14LUCA
ASYG07/09/14LMCA/B/E
ASYG07/09/14LLCC/E
ASYG18/30LFCA
ASYG24LFCC
ASYG30/36LMTA

ARYG07/09LLTA
ARYG12/14/18LLTB
ARYG22/24/36/45LMLA
ARYG30/36LMLE
ARYG12/14/18/24/30/36/45/54LHTBP

AUYG07/09/12/14/18LVLB
AUYG22/24LVLA
AUYG30/36LRLE
AUYG36/45/54LRLA
AUXG18/24/30/36/45/54LRLB

AGYG09/12/14LVCA/B
ABYG14/22/24LVTA
ABYG18LVTB
ABYG30/36LRTE
ABYG36/45/54LRTA

ARYG45/54/60LHTA
ARYC72/90LHTA
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(Unit : mm)

38 15
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Wire length: 1.5m5.5

7196

・Wireless router
  - IEEE802.11b/g/n wireless LAN standard

・Required Operating System version
  - Android OS 4.1 or later
  - iOS 8.0 or later

　

　

System diagram
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